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Tata Prima E.28K

Tata Prima E.28K is a step towards achieving emission-free trucking solution in construction, cement, ports, steel and
mining industries. The Tata Prima E.28K comes with a battery capacity of 453 kWh that provides an operating range of
180 to 220 km, ideal for tipper applications. Equipped with 245Kw traction motor providing max torque of 2950Nm at
3000 rpm, auto shift transmission with PTO provision, this tipper is configured with 18m?* box body suitable for
construction and mining applications with proven aggregates ensuring better product reliability and life. Prima E.28K
provides substantial benefits along with noiseless, low vibrations, and smooth driving experience along with
pneumatically suspended driver seat, Driver Monitoring System and reverse parking camera which promises
comfortable, productive and safe operations. Furthermore, Tata Motors will empower fleet operators to adopt zero-
emission trucks by developing a holistic ecosystem via widespread network and service infrastructure to ensure safe
and reliable experience for customers.

Features:

e Hill Start Aid (HSA) - provides automatic roll brake functions allowing the driver to comfortably start uphill by
preventing the vehicle from rolling backwards

e 'Fleet Edge’ advanced telematics solutions with prognostics, preventive maintenance solutions, energy mode
switch with connected solutions like ‘over the air’ calibration

e Option of Electronic Stability Control (ESC) - Automatically intervenes where vehicle stability enters a critical
area, improves directional stability and mitigates roll-over by reducing the speed

e Driver Monitoring System (DMS) alerts the driver in case the driver is feeling drowsy and distracted

e Tyre Pressure Monitoring System (TPMS) for better fuel efficiency, enhanced tyre life

e Pneumatically suspended driver seat and twin accommodation co-driver seats for enhanced comfort &
convenience

e Multi-information digital display, advanced infotainment system — 7” infotainment screen with touch screen,
Bluetooth compatibility & auxiliary connect support

e Mobile pairing and compatibility for seamless smartphone access

e Elegant steering wheel with controls to navigate infotainment system and paired phone functions for
convenient controlling

e Projector headlamps with DRLs (daytime running lights) with integrated cornering lamps

Applications: Shallow mining, mineral movement, bulk cargo movement and port application

Technical specifications:

Parameter Description
GVW 28000kg
LFP Battery Pack (450kWh)

Battery pack 660VDC

6 Phase PM Motor Continuous Power 145kW
Peak torque- 2950Nm

Traction motor

Charger

specification ccs2

Gearbox Auto shift e-gearbox with PTO provision

Tires 11 x 20-18 PR Mining Tires

Suspension Front Parabolic Rubber Bush and Rear Bogie suspension
LB Capacity 18m?® box

Range 180-220km

Grade-ability 44% at rated GVW

Tipper body 18m?* Box body

Brakes Drum S Cam air brake (Noise free Liners), EBS with HSA




