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Tata Prima 5530.TT LNG

Tata Prima 5530.TT LNG is powered by fuel-efficient Cummins 6.7L Gas engine and proven in-house G1150 gearbox
capable of generating 300hp of power and 1M00Nm of torque. The truck is offered with superior and comfortable Prima
cabin along with safety features such as Hill Start Assist and engine brake. The 55-tonne LNG Tractor delivers a range of
more than 500km with 450-Litre LNG cryogenic tank and configured for tip trailer, side wall trailer and flat-bed trailer
based applications. Tata Prima 5530.TT LNG is aimed at providing competitive and lower total cost of operations, while
taking a step towards making India’s construction trucks, cleaner and enabling a greener future. Tata Prima 5530.TT LNG
is offered with three range options: 500+km, 800+ km and 1200+km.

Features:

e Hill Start Assist (HSA) provides automatic roll brake functions allowing the driver to comfortably start uphill by
preventing the vehicle from rolling backwards

e Active Traction Control (ATC) shall enable better driveability on slippery surfaces

o ‘'Fleet Edge’ Advanced telematics solutions with prognostics, preventive maintenance solutions, energy mode
switch with connected solutions like ‘over the air’ calibration

e Advanced infotainment system - 7" infotainment screen with touch screen, Bluetooth compatibility & auxiliary
connect support

e Mobile pairing and compatibility for seamless smartphone access

o Elegant steering wheel with controls to navigate infotainment system, paired phone functions for convenience
controlling etc.

e Projector headlamps with DRLs (Daytime Running Lights) with integrated cornering lamps

o LED fog lamps for maximum visibility during varied weather conditions and terrains

o Safety Lamps - LED side repeater, door ajar and pedal lamps for enhanced safety

e Low-resistance tubeless tyres

e Suspended driver seat and twin accommodation co-driver seats for enhanced comfort and convenience

e  Gear shift advisor for fuel efficient driving

e Fuel-theft proof cryogenic tank storage system for LNG

Applications: Coal, construction aggregates, steel and cement

Technical specifications:

Parameter Description
GVW 55000kg
Power 300hp
Torque 100Nm
Gearbox 9S G1150
Suspension Front — Parabolic/ Rear — Semi-Elliptical
Rear axle RA114 Single Reduction
Option 1: ~500 km
Range Option 2: ~800 km
Option 3: ~1200 km
Tyres 295/90R20 Tube Tyres
Body options Tip trailer, side wall trailer, flat-bed trailer




